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Sprinklers & Travellers Easy  way for irrigation
New Design Traveller  Irrigator
IRRIFORCE

Water of minimum 12m3/hour should be delivered through hydrant at 4 bar. It operates with water of 
maximum 30m3/hour. It has JET50 irrigation gun on it. Maximum travelling distance is 300 meters. 
When the irrigation gun revolves one full turn, its effective irrigation distance is maximum 350 meters. 
Maximum irrigation width is 60 meters. It is mostly preferred by those who want to irrigate agricultural 
farms, meadows and pasture alfalfa. It may also be used for irrigation of any type of agricultural fields. 
It may also be used as washing gun to remove dust and dirt off the plants in the fields of alfalfa, vegeta
bles, corn, sugar beet, sunflower and olive trees where drip irrigation is used and as support irrigation 
when irrigation by dipping proves to be insufficient. Minimum recommended pumping power is 10 HP.  
Pull-type hose drum manually winding also comes with the machine. Hose drum wound by tractor shaft 
may be obtained optionally.
Requiere la salida de un mínimo de 12 m3/hora de agua con 4 bares a través del hidrante. Funciona 
con un máximo de 30 m3/hora de agua. Dispone de una pistola de riego del modelo JET50. La distan
cia de desplazamiento máxima es de 300 metros. Cuando la pistola de riego realiza un giro completo, 
la distancia de riego máxima es de 350 m. El ancho máximo de riego es de 60 m. Ideal para emplear 
en terrenos agrícolas, prados, alfalfas y pastos. Puede utilizarse en todo tipo de terrenos agrícolas. 
Puede utilizarse para eliminar el polvo y la suciedad de las cosechas con riego por goteo como alfalfa, 
hortalizas, maíz, remolacha azucarera, girasol y olivo y como riego de apoyo cuando el riego por goteo 
es insuficiente. La potencia mínima de bomba recomendada es de 10 HP. Dispone de una manguera 
de bobinado manual sobre el tambor. Opcionalmente, puede adquirirse el tambor de manguera 
enrollado mediante el eje del tractor.

IRRIFORCE MICO





Maximum Travel Lenght
300 Meter – 980 Feet

Water Consumption Interval
18,5m3/h – 45m3/h
80GPM – 200GPM 

El Ancho Máximo De Riego
300 metro -980 pies

Rango De Consumo De Agua
18,5m3/h – 45m3/h
80GPM-200GPM 

Water of minimum 20m3/hour should be delivered through hydrant at 5 bar. It operates with water of 
maximum 45m3/hour. It has JET50 irrigation gun on it. Maximum travelling distance is 300 meters. 
When the irrigation gun revolves one full turn, its effective irrigation distance is maximum 350 meters. 
Maximum irrigation width is 70 meters. It is mostly preferred by those who want to irrigate agricultural 
farms, meadows and pasture alfalfa. It may also be used for irrigation of any type of agricultural fields. 
It may also be used as washing gun to remove dust and dirt off the plants in the fields of alfalfa, vegeta-
bles, corn, sugar beet, sunflower and olive trees where drip irrigation is used and as support irrigation 
when irrigation by dipping proves to be insufficient. Minimum recommended pumping power is 10 HP.  
Pull-type hose drum manually winding also comes with the machine. Hose drum wound by tractor shaft 
may be obtained optionally.
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Requiere la salida de un mínimo de 20 m3/hora de agua con 5 bares a través del hidrante. Funciona 
con un máximo de 45 m3/hora de agua. Dispone de una pistola de riego del modelo JET50. La distan-
cia de desplazamiento máxima es de 300 metros. Cuando la pistola de riego realiza un giro completo, 
la distancia de riego máxima es de 350 m. El ancho máximo de riego es de 60 m. Ideal para emplear 
en terrenos agrícolas, prados, alfalfas y pastos. Puede utilizarse en todo tipo de terrenos agrícolas. 
Puede utilizarse para eliminar el polvo y la suciedad de las cosechas con riego por goteo como alfalfa, 
hortalizas, maíz, remolacha azucarera, girasol y olivo y como riego de apoyo cuando el riego por goteo 
es insuficiente. La potencia mínima de bomba recomendada es de 10 HP. Dispone de una manguera 
de bobinado manual sobre el tambor. Opcionalmente, puede adquirirse el tambor de manguera 
enrollado mediante el eje del tractor.
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Sprinklers & Travellers Easy  way for irrigation
New Design Traveller  Irrigator
IRRIFORCE

Water of minimum 18m3/hour should be delivered through hydrant at 5 bar. It operates with water of 
maximum 65m3/hour. It has JET55 irrigation gun on it. Maximum travelling distance is 400 meters. 
When the irrigation gun revolves one full turn, its effective irrigation distance is maximum 450 meters. 
Maximum irrigation width is 100 meters. It is mostly preferred by agricultural farmers and those who 
desire to irrigate meadows and pasture alfalfa and corn. It may be used for irrigation of any type of 
agricultural fields. It may also be used as washing gun to remove dust and dirt off the plants in the fields 
of alfalfa, vegetables, corn, sugar beet, sunflower and olive trees where drip irrigation is used and as 
support irrigation when irrigation by dipping proves to be insufficient. Minimum recommended pumping 
power is progressive 20 HP. Hose drum with planetary gear, allowing winding by means of tractor shaft 
is standard. Compressor used to discharge the water in the house can be obtained optionally.
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Requiere la salida de un mínimo de 18 m3/hora de agua con 5 bares a través del hidrante. Funciona 
con un máximo de 65 m3/hora de agua. Dispone de una pistola de riego del modelo JET55. La distan-
cia de desplazamiento máxima es de 400 metros. Cuando la pistola de riego realiza un giro completo, 
la distancia de riego máxima es de 450 m. El ancho máximo de riego es de 100 m. Ideal para emplear 
en terrenos agrícolas, prados, alfalfas, pastos y maíz. Puede utilizarse en todo tipo de terrenos agríco-
las. Puede utilizarse para eliminar el polvo y la suciedad de las cosechas con riego por goteo como 
alfalfa, hortalizas, maíz, remolacha azucarera, girasol y olivo y como riego de apoyo cuando el riego 
por goteo es insuficiente. La potencia mínima de bomba recomendada es de 20 HP. Dispone de 
tambor de manguera con engranaje planetario enrollado mediante el eje del tractor. Cuenta con un 
compresor de aire para descargar el agua que queda dentro de la manguera.
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